Tesla Superior

Ultraviolet light offers additional assistance while
fighting against unwanted microorganisms. Emitting
waves of up to 285 nm, it helps in creating virus and
bacteria-free area without negative side effects.

56°C sterilization

During the self-cleaning
process, the indoor unit
operates in a special mode that
helps evaporator to dry. This

Night mode

When this mode is activated,
your AC can increase or decrease
temperature by 1°C per hour
during the first three hours.

Smart airflow

You can choose between
different air dispersion positions
available, such as blanket-style,
shower-style, breeze etc.

8°C heating feature

This option will start the heating
mode automatically when the
room temperature goes below
8°C, returning to standby once it

feature is designed to keep the reaches this number.
AC indoor unit clean and help

prevent bacterial growth.

Wi-Fi 5

AZSLA

Wi-Fi feature means that Tesla air
conditioner can also be controlled with
. mobile phones or other smart devices:
..« anoption.that adds to.your everyday ! . :
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R32 Inverter Split Type Model
TT68TP21-2432IAWUV
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Kapacitas 24000BTU
Névleges fesziiltség és frekvencia V/Hz 220-240V~/50Hz/1P
Méd Hiités Fiités
Névleges kapacitas w 6840(1830~7820) 7050(1850~7960)
Tapfesziiltség bemenet w 2099(410~2800) 1900(420~3000)
Bemeneti aramerésség A 9.8(2.3~13.0) 8.6(2.3~14.0)
SEER / Energetikai osztaly 6,5/A++ /
SCOP / Energetikai osztaly - atlag / 4.0/A+
SCOP / Energetikai osztaly - melegebb idészakban / 5,1/A+++
Miikédési tartomany (°C) °C 15-53 -20-30
(Eér:re;gtlz,fzgay:\sr;:\aysos vizsgalati eredmények alapjan) kWh 366 /
inée[:gif:g):jsézt)é_s é(tél\al;r‘;tsea, I'|szal.wa’myos vizsgalati ered- KWh / 1995
inéel:giif:z'ypajz‘t)é_s I:’::;t:é :zabvényos vizsgalati ered- KWh / 1537
Paramentesités Kg/h 1.8
Védettségi fok (IN) / (OUT) (IP) IPX0/IPX4
Elektromos védelmi osztaly (IN) / (OUT) Class |/ Class Il I/l
Max. bemeneti fogyasztas w 3000
Max. aramerdsség A 14
Modell
Kompresszor Tipus Rotary
Marka SANYO
Beltéri levegd keringtetése m®h 1100
= Beltéri zajszint dB dB(A) 58/52/48/44/41
= Netté méret mm 1100x333x222
M@ | Csomagolasi méret mm 1165x405x295
Netto suly / brutté saly Kg 14/17
Kiiltéri zajszint dB dB(A) 57
Netté méret mm 920x699%x380
Csomagolasi méret mm 960x732x400
= Nett6 suly / brutté saly Kg 40/43
£ Hiitékozeg tipusa R32
¥ | Hiitékézeg témege Kg 1,07
GWP 675
tCO,eq. 0,75
Max. Kitirités / Max. Szivasi nyomas Mpa 3,7/1,2
Folyadékoldal / Gazoldal / Hosszusag mm Dg4/Dg8 (1/4-3/8)
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